Specification for shell side Safety Valve H.P. Heater








                             To be filled up by Client (
	a)
	Valve : with lifting lever, test gag & plug as accessories 
	
	

	b)
	Material 
	
	

	
	Body
	A 216 Gr. WCB
	

	
	Nozzle 
	A 182 Gr F 316
	

	
	
	
	

	
	
	
	

	g)
	Drain inlet / outlet Qty. & Temp.
	Kg/hr & ° C 
	

	h)
	Shell side design pressure & Temp.
	Kg/cm2 (g)  & ° C 
	

	i)
	Channel side design Pressure / Temp.
	Kg/cm2 (g)  & ° C 
	

	j)
	U bent tube material 
	Normally Stainless Steel (Welded)
	

	k)
	Orientation of Heater 
	Horizontal / Vertical 
	

	l)
	Fouling Factor 
	Normally as per H.E.I. Standards
	

	m)
	Space restriction if any 
	
	


	n)
	Design Code / Standard 
	HEI / ASME Sec VIII  Div1 for L.P   Heater

	
	
	HEI, ASME Sec VIII  Div1 & IBR  for H.P Heater


 ** Design pressure of H.P Heater normally taken as Shut of Head of BFP 

      & for L.P Heater Shut of Head of Condensate Extraction Pump

